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HLAND PRODUCT NAME: MINERAL SPIRITS &b
DATA SHEET NO: 0000591-001

LATEST REVISION DATE: (02/78-78044
K ook o ok kxR Xk kA xR xkokx SECTION I-PRODUCT IDENTIFICATION etk ok dokfok ko ko k &
NERAL OR GENE2IC 1D0: ALIPHATIC HYDROCARBON
ZARD CLASSIFICATICN: (10) COMBUSTIBLE LIQUID (173.115)
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INGREDIENT ) PERCENT TLV
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NERAL SPIRITS 300.00% 500 PPM ()

1): NIOSH RECOMMENDS A TLV OF 350 MG/CUM.
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PROPERTY REFINEMENT MEASUREMENT
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ITIAL BOILING PUINT FOR PRODUCT | 300.00 DEG F
{ 148.834 DEG C

? ?76L0.6G0  MMHG

POR PRESSURE : FOR PRODUCT 2.00 MMHG
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POR DENSITY AIR = 1 ’ 4.4
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SCIFIC GRAVITY 770

QCENT VOLATILES 100.00 2
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LPORATION RATE (ETHER = 1) . 70.00

i ow ot AoRooR R R ok k& SECTION IV-FIRE AND EXPLCSICN DATA tsciossdokoksofofokhkkiohsd

ASH POINT(CLOSED CUP) 100.00 DEG F
{ 3?.77 DEG C)

4CR EXPLCSIVE LIMIT ( PRODUCT) .0 %
TINGUISHING MECIA: REGULAR FOAM OR CARBON DICXIDE (R DRY CHEMICAL
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7LRDOUS DECOMPOSITION PRODUCTS: MAY FORM TOX1C MATERIALS:, CARBON DIOCXIDE AND
CARBON MONOXIDE, VARIOUS HYDROCARBONS, ETC.

tCIAL FIREFIGHTING PRICEDURES: SELF-CONTAINED BREATHING APPARATUS WITH A FULL
FACEPIFECT OPERATED IN PRESSURE-DEMAND OR GTHER POSITIVE PRESSURE MCDE.

JSUAL FIRE & EXPLOSION HAZARDS: VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL
ALONG THE GROUND OR BE MQOVED 3Y VENTILATION AND IGNITED BY HEAT, PILOT
LIGHTS, OTHER FLAMES AND IGNITION SOURCES AT LOCATIONS DISTANT FROM
MATERTAL HANDLING POINT.

NEVER USE WELDING CR CUTTING TORCH ON CR NEAR DRUM {EVEN EMPTY) BECAUSE
PRODUCT (EVEN JUST RESIDUE) CAN IGNITE EXPLOSIVELY.

e gk R Aok R kK R AR xRk kKK SECTION V—HEALTH HAZARD DATA sedotoksgoiodsokkskokokkokokdok kokook &)

TESHOLD LIMIT VALUE: 500 PPM

SECTS OF QOVEREXPCOSURE: FOR PRCDUCT
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2§ — CAN CAUSE SEVERE IRRITATION, REDNESS, TEARING, BLURRED VISION, .

IM — PROLONGED OR REPEATED CONTACT CAN CAUSE MODERATE 1RRITATION, DEFATTING
DERMATITIS.

SATHING — EXCESSIVE INHALATION OF VAPORS CAN CAUSE NASAL AND RESPIRATORY
IRRITATION, DIZZINESS, WEAKNESS, FATIGUE, NAUSEA, HEADACHE, PODSSIBLE
UNCONSCIOUSNESSy AND EVEN ASPHYXIATION. -

ALLOWING — CAN CAUSE GASTROINTESTINAL IRRITATION, NAUSEA, VOMITINGs AND
DIARRHEA. ASPIRATION OF MATERIAL INTO THE LUMGS CAN CAUSE CHEMICAL
PNEUMONITIS WHICH CAN BE FATAL. : ,

RST AID:

g o s

ON SKIN: THOROUGHLY WASH EXPOSED AREA WITH SCAP AND WATER. REMOVE
CONTAMINATED CLOTHING. LAUNDER CONTAMINATED CLOTHING B8EFORE RE-USE.

IN EYES: FLUSH WITH LARGE AMCUNTS OF WATER, LIFTING UPPER AND LOWER LIDS
OCCASIONALLY, GET MEDICAL ATTENTION.

SHALLOWED: DO NOT INDUCE VOMITING, KEEP PERSON WARM, QUIET, AND GET MEDICAL
ATTENTION. ASPIRATION OF MATERIAL INTO THE LUNGS DUE TO VOMITING CAN CAUSE
CHEMICAL PNEUMUNITIS WHICH CAN BE FATAL.

GREATHED: IF AFFECTED, REMOVE INDIVIDUAL TO FRESH AIR. IF BREATHING 1S
DIFFICULT, ADMINISTER UXYGEN. 1F BREATHING HAS STOPPED GIVE ARTIFICIAL
RESPIRATION. KEEP PERSON WARM, QUIET AND GET MEDICAL ATTENTION.
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7 ARDOUS POLYMERIZATICN: CANNOT OCCUR
ABILITY: STABLE

COMPATABILITY: AVOID CONTACT WITH:, STRONG OXIDIZING AGENTS (E.G. NITRIC
ACID, PERMANGANATES, ETC.)
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MALL SPILL: ASSORS LIQUID ON PAPER, VERMICULITE, FLCOR ABSORBENT, OFR OTHER
ABSORBENT MATERIAL AND TRANSFER TO HOOD.

ARGE SPILL: ELIMINATE ALL IGNITION SOURCES (FLARES, FLAMES INCLURING PILCT
LIGHTS, ELECTRICAL SPARKS). PERSCNS NOT WEARING PRCTECTIVE EQUIPMENT
SHOULD BE EXCLUDED FROM AREA UF SPILL UNTIL CLEAN-UP HAS BEEN COMPLETED.
STOP SPILL AT SOURCE, DIKE AREA OF SPILL TO PREVENT SPREADING, PUMP LIQUID
TO SALVAGE TANK. REMAINING LIQUID MAY BE TAKEN UP ON SAND, CLAY, EARTH.
FLOOR ABSCRBENT, OR OTHER ABSGRBENT MATERIAL AND SHOVELED INTO CONTAINERS.
PREVENT RUN—-QFF TO SEWERS, STREAMS, OR OTHER BCODIES OF WATER.

ASTE DISPOSAL METHOD:
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MAaLl SPiLL: ALLOYW VOLATILE PORTION TO EVAPORATE IN HOOO. ALLOW SUFFICIENT
TIME FOR VAPCRS TO COMPLETELY CLEAR HOGD DUCT WORK. DESTRCY RTMAINING
MATERIAL 8Y BURNING IN AN IRON PAN. )

ARGE SPILL? DESTROY BY LIQUID INCINERATION.
MATERIAL COLLECTED ON ABSORBENT MATERIAL MAY BE DEPOSITED IN A POSTED
TCXIC SUBSTANCE LANDFILL IN ACCORDANCE WITH LOCAL, STATE, AND FEDERAL
REGULATICNS.

yu g RAE xS AFIRA2xA%x SECTION VIII-PROTECTIVE EQUIPMENT TO BE USED #wsommsacmiokdiick

ESPIRATORY PROTECTION: IF TLV OF THE PRODUCT OR ANY COMPONENT IS EXCEEDEDy A
NIOSH/MESA JOINTLY APPROVED SELF—CONTAINED BREATHING APPARATUS WITH A FULL
FACE PIECE OPERATED IN PRESSURE DEMAND OR CTHER POSITIVE PRESSURE MCDE IS
ADVISED: HCWEVER, OSHA REGULATIONS ALSC PERMIT OTHER NIOSH/MESA
RESPIRATORS UNDER SPECIFIED CONDITIONS. (SEE YCUR SAFETY EQUIPMENT
SUPPLIER). ‘

SNTILATION: PROVIDE SUFFICIENT MECHANICAL (GENERAL) AND/OR LOCAL EXHAUST
VENTILATICN TC MAINTAIN EXPOSURE BELOW TLV(S).

2O0TECTIVE GLOVES: WEAR RESISTANT GLOVES SUCH AS:, BUNA-N

‘E PROTECTION: CHEMICAL SPLASH GOGGLES 1IN COMPLTANCE WITH OSHA REGULATIONS ARE
ADVISED; HOWEVER, OSHA REGULATIONS ALSO PERMIT OTHER. TYPE SAFETY GLASSES.
(SEE YOGUR SAFETY EQUIPMENT SUPPLIER).

THER PROTECTIVE EQUIPMENT: TO PREVENT REPEATED OR PROULONGED SKIN CONTACT, WEAR
IMPERVINUS CLOTHING AND BOUTS.

CONTINUED ON PAGE: 4
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Siwesamasanssnss SECTION 1X-SPECIAL PRECAUTIONS OR O HER COMMENTS #idksckwmksriss

N TAINERS OF THIS MATERIAL MAY BE HAZARDOUS WHEN EMPTIED. SINCE EMPTIED
CONTAINERS RETAIN PRODUCT RESIDUES (VAPOR, LIQU1D, AND/OR SOLIDJ), ALL
HAZARD PRECAUTICMS GIVEN IN THIS DATA SHEET MUST BE OBSERVED.

i INFORMATION ACCUMULATED HERELN 1S BELIEVED TG BE ACCURATE BUT IS NOT

WARRANTED TO SF WHETHER ORIGINATING WITH ASHLAND OR NOT. RECIPIENTS ARE
ADVISED TO CONFIRM IN ADVANCE OF NEED THAT THE INFORMATICON IS CURRENT,
APPLICASLE , AND SUITABLE TO THEIR CIRCUMSTANCES.

LAST PAGE—-SEE ATTACHMENT PAGE ENCLOSED—-LAST PAGE
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